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(iii) If at least one of the 30 daily
measurements of the fuel’s total sulfur
content is greater than half but less
than the applicable limit, but none ex-
ceeds the applicable limit, then:

(A) Collect and analyze a sample
every 30 days for 3 months. If any sul-
fur content measurement exceeds the
applicable limit, follow the procedures
in paragraph (c)(1)(iv) of this section.
Otherwise, follow the procedures in
paragraph (c¢)(1)(iii)(B) of this section.

(B) Begin monitoring at 6-month in-
tervals for 12 months. If any sulfur con-
tent measurement exceeds the applica-
ble limit, follow the procedures in
paragraph (c)(1)(iv) of this section.
Otherwise, follow the procedures in
paragraph (¢)(1)(iii)(C) of this section.

(C) Begin monitoring at 12-month in-
tervals. If any sulfur content measure-
ment exceeds the applicable limit, fol-
low the procedures in paragraph
(c)(1)(iv) of this section. Otherwise,
continue to monitor at this frequency.

(iv) If a sulfur content measurement
exceeds the applicable limit, imme-
diately begin daily monitoring accord-
ing to paragraph (c)(1)(i) of this sec-
tion. Daily monitoring shall continue
until 30 consecutive daily samples,
each having a sulfur content no greater
than the applicable limit, are obtained.
At that point, the applicable proce-
dures of paragraph (c)(1)(ii) or (iii) of
this section shall be followed.

(2) The owner or operator may use
the data collected from the 720-hour
sulfur sampling demonstration de-
scribed in section 2.3.6 of appendix D to
part 75 of this chapter to determine a
custom sulfur sampling schedule, as
follows:

(i) If the maximum fuel sulfur con-
tent obtained from the 720 hourly sam-
ples does not exceed 20 grains/100 scf,
no additional monitoring of the sulfur
content of the gas is required, for the
purposes of this subpart.

(ii) If the maximum fuel sulfur con-
tent obtained from any of the 720 hour-
ly samples exceeds 20 grains/100 scf, but
none of the sulfur content values (when
converted to weight percent sulfur) ex-
ceeds half the applicable limit, then
the minimum required sampling fre-
quency shall be one sample at 12 month
intervals.
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(iii) If any sample result exceeds half
the applicable limit, but none exceeds
the applicable limit, follow the provi-
sions of paragraph (c)(1)(iii) of this sec-
tion.

(iv) If the sulfur content of any of the
720 hourly samples exceeds the applica-
ble limit, follow the provisions of para-
graph (¢)(1)(iv) of this section.

REPORTING

§60.4375 What reports must I submit?

(a) For each affected unit required to
continuously monitor parameters or
emissions, or to periodically determine
the fuel sulfur content under this sub-
part, you must submit reports of excess
emissions and monitor downtime, in
accordance with §60.7(c). Excess emis-
sions must be reported for all periods
of unit operation, including start-up,
shutdown, and malfunction.

(b) For each affected unit that per-
forms annual performance tests in ac-
cordance with §60.4340(a), you must
submit a written report of the results
of each performance test before the
close of business on the 60th day fol-
lowing the completion of the perform-
ance test.

§60.4380 How are excess emissions
and monitor downtime defined for
NOx?

For the purpose of reports required
under §60.7(c), periods of excess emis-
sions and monitor downtime that must
be reported are defined as follows:

(a) For turbines using water or steam
to fuel ratio monitoring:

(1) An excess emission is any unit op-
erating hour for which the 4-hour roll-
ing average steam or water to fuel
ratio, as measured by the continuous
monitoring system, falls below the ac-
ceptable steam or water to fuel ratio
needed to demonstrate compliance
with §60.4320, as established during the
performance test required in §60.8. Any
unit operating hour in which no water
or steam is injected into the turbine
when a fuel is being burned that re-
quires water or steam injection for NOx
control will also be considered an ex-
cess emission.

(2) A period of monitor downtime is
any unit operating hour in which water
or steam is injected into the turbine,
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